Should the scrub person wipe instruments with sterile water during the surgical procedure?

During the procedure, the scrub person should remove gross soil from instruments by wiping the surfaces with a sterile surgical sponge moistened with sterile water. Saline should not be used to wipe instrument surfaces. Blood, organic material, debris, and saline are highly corrosive to instrument surfaces and can cause corrosion, rusting, and pitting when allowed to dry on surgical instruments. These materials can be difficult to remove from all surfaces during the cleaning and decontamination process, reducing the efficacy of the subsequent sterilization process.

Periodically during the procedure, the scrub person should use sterile water to irrigate instruments with lumens. Irrigating instrument lumens periodically throughout a procedure removes gross soil and may reduce the risk of biofilm formation. Biofilm can form on many surfaces but is particularly problematic when it forms in lumens because it is difficult to see and remove.

Resources:


If an instrument is opened onto the sterile field, but not used, is it necessary to clean it in the same manner as instruments that have been used?

All instruments opened onto the sterile field in the operating or procedure room should be cleaned and decontaminated whether or not they have been used. Airborne microorganisms may come in contact with instruments that have not been used. Scrubbed persons may touch and contaminate instruments without being aware of it. Instruments that were used may come in contact with unused items. Contamination of unused instruments on the sterile field can occur without the occurrence being noticed.

Resources:

- Spry CC. Care and handling of basic surgical instruments. AORNJ. 2007;86(Suppl 1):S77-S81.
Does AORN have specific recommendations about the quality of water that should be used to clean and decontaminate surgical instruments?

AORN recommends that the final rinse should be performed with treated (e.g., distilled, reverse osmosis, filtered) water of a quality that will not stain or cause damage to instruments or contribute to recontamination of the instrument. Untreated water can contain contaminants, including endotoxins, which can be deposited on instruments during the final rinse. Rinsing with treated water can prevent deposits of impurities or contaminants on instruments. Endotoxins are heat stable and may not be destroyed by subsequent steam sterilization. Tissue contaminated with endotoxins can cause severe inflammation. Treated water can prevent spotting, stains, deposits, and corrosion on the surfaces of instruments.

Resources:


Updated November 6, 2014

Does AORN have specific recommendations about the processes that should be used to clean ophthalmic instruments?

Special precautions should be taken when processing intraocular ophthalmic instruments. Toxic anterior segment syndrome (TASS) is a complication of ophthalmic surgery involving a severe, noninfectious inflammation of the anterior segment of the eye, that requires thorough cleaning and rinsing of intraocular instruments and strict adherence to the manufacturer’s written IFU and to professional guidelines. Most instances of TASS appear to be related to errors in instrument processing. Adequate time, an adequate number of personnel, and sufficient instrument inventory should be provided to permit
thorough instrument cleaning and sterilization in order to prevent TASS. For information on specific processes for cleaning ophthalmic instruments, the reader should refer to the AORN Guideline for cleaning and care of surgical instruments and powered equipment.

**Resources:**


https://www.aorn.org/guidelines/clinical-resources/clinical-faqs/instrument-cleaning
Does AORN have specific recommendations about the processes that should be used for cleaning and care of laryngoscope handles and blades?

Laryngoscope blades are considered semicritical items (ie, items that contact mucus membranes or nonintact skin). They should be cleaned and high-level disinfected or sterilized after each use according to the manufacturer’s written IFU.

The laryngoscope handle by itself is considered a noncritical device that contacts only intact skin and requires only low-level disinfection; however, the laryngoscope consists of two parts that are handled concurrently. When the laryngoscope blade is folded closed, the tip of the blade is in contact with the handle. Laryngoscope handles have a knurled surface that can accumulate bioburden. For this reason, laryngoscope handles should be cleaned and low-level disinfected after each use and may be high-level disinfected or sterilized according to the manufacturer’s written IFU.

Cleaned and disinfected laryngoscope blades and handles should be packaged and stored in a manner that prevents contamination. Laryngoscope blades should be stored in individual packages.

Resources:


Does AORN have specific recommendations about the processes that should be used for cleaning and sterilizing instruments potentially contaminated with prions?

Special precautions should be taken to minimize the risk of transmission of prion diseases from contaminated instruments. A multidisciplinary team should establish, document, and implement evidence-based policies and procedures to minimize the risk of prion disease transmission. Special precautions that may minimize the risk of transmission of prion diseases from contaminated instruments include:

- Using single-use surgical drapes, gowns, and supplies whenever possible and discarding them after use,
- Using single-use instruments, or if single-use instruments are not available,
- Limiting the use of reusable instruments to those that are easy to clean and able to tolerate exposure to an extended steam sterilization cycle;
- Keeping the number of instruments used to a minimum;
- Decontaminating instruments in a mechanical washer as soon as possible after use;
- Using cleaning chemicals that have evidence of prionicidal activity and that are compatible with the instruments to be cleaned;

Note: Some cleaning formulas have demonstrated an ability to remove and inactivate prions; however, it has also been shown that some cleaning agents may increase the resistance of prions to subsequent steam sterilization.

Use one of the following three methods to steam sterilize instruments after decontamination:

- Prevacuum sterilizer: 273o F (134o C) for 18 minutes,
• Gravity displacement sterilizer: 270° F (132° C) for 60 minutes, or
• Immerse in 1 N NaOH (sodium hydroxide [lye]) for 60 minutes, then remove,
• rinse in water, and sterilize using one of the cycles noted above; and

Cleaning environmental surfaces and then spot decontaminating with a 1:5 or 1:10 dilution of sodium hypochlorite (bleach) or sodium hydroxide for a contact time of 15 minutes.

For information on specific processes for cleaning instruments potentially contaminated with prions, the reader should refer to the AORN “Guideline for cleaning and care of surgical instruments and powered equipment.”

**Resources:**


*Updated November 6, 2014*